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48 Gb/s Bit Error Rate Tester, Dual 24 Gb/s CH
FC MPGI GO ,Q I / O GP -NNLN 8 PC COPCN -8  AL GKCB DLN
( / O FGO FGEF MCNDLN KAC MNLRGBCO K C OU OLIQPGLK DLN GP CNNLN

N PC PCOPGKE LD , OUOPC SGPF B P N PC QM PL ( / O FC MPGI
ALKOGOPO / PPCNK /CKCN PLN KB -) -NNLN )K IUVCN FC QOCN

OCICAP IC NCDCNCKAC AILA IILSO PCOPGKE -8 P OMCAGDGA B P N PC SGPF CTPCNK I
AILA GKMQP LN P MNC BCDGKCB B P N PC QOGKE PFC GKPCNK I AILA ) FGEF OMCCB
OUKAFNLKGVCB AILA P F ID LN DQII B P N PC GO R GI IC DLN CUC M PPCNK LKGPLNGKE
LN 8 MQIOC ECKCN PGLK )K GKPQGPGRC / 0 MPGI CN MLNP GO MNLRGBCB SGPF PFC
-8 OUOPC DLN C OU LMCN PGLK LKP AP MPGI DLN LNC GKDLN PGLK
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��*����**�($ 128 bit Flexed Pattern or PRBS (27-1 or 231-1)
��*���+*&+*��.&� DC Coupled, Differential 
�+*&+*���*����*� 20 Gb/s min., 24 Gb/s max.
�+*&+*���*��	#&"�*+�� 0.1 Vpp min., 1 Vpp max.
�����(�$*��"��+*&+*��#&���$�� 100 Ω typ

��*���+*&+*�������**�( 1.9 ps typ.

��)���"")���#�������*%����� 20 ps typ.

�"��*(���"�
%$$��*%()� 2.92 mm Female (K or SMA compa.)

����
"%�!��$&+*�(�'+�$�. 622.5 MHz min, 750 MHz max
����
"%�!��$&+*�	#&"�*+��� -5 dBm min, 0 dBm typ, 3 dBm max

���
"%�!��+*&+*�(�'+�$�.� 10 GHz (half), 12 GHz (full) min.; 
20 GHz (half), 24 GHz (full) max.

���
"%�!����)��	� +)*#�$*���$�� 0.9 UI min., 1.0 UI typ.

"%�!�
%$$��*%()� SMA Female 
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��*����**�($ 128 bit Flexed Pattern or PRBS (27-1 or 231-1)
��*���$&+*��.&�� DC Coupled, Differential 
�$&+*���*����*�� 20 Gb/s min., 24 Gb/s max.
�$&+*���*��	#&"�*+��� 0.1 Vpp min., 0.8 Vpp max.
�����(�$*��"��$&+*��#&���$��� 100 Ω typ
�%�!��%�� Lock to ref clock or lock to data
�"��*(���"�
%$$��*%()� 2.92 mm Female (K or SMA compa.)

����
"%�!��$&+*�(�'+�$�.� 622.5 MHz min., 750 MHz max.
����
"%�!��$&+*�	#&"�*+��� -5 dBm min., 0 dBm typ., 3 dBm max.
���%,�(���
"%�!�(�'+�$�.� 622.5 MHz min., 750 MHz max.

"%�!�
%$$��*%()� SMA Female 

�&�(�*�$����#&�(�*+(�� 0 oC to +50 oC
�*%(������#&�(�*+(�� -40 oC to +70 oC
�&�(�*�$���+#���*.� 85%
�%-�(��+&&".���'+�(�#�$*)� 100 – 240 VAC
��#�$)�%$) Two 1U Rackmount Units, each is 482.6 x 476.6 x 44.5 (mm)

%$*(%"��$*�(���� USB

0



Product specifications and description are subject to change without notice. © 2018 Optilab, LLC. BT2402. Nov 2018 Rev. 1.0 Page 3

BT2402

	����
���� �����
�

�� ������	



Product specifications and description are subject to change without notice. © 2018 Optilab, LLC. BT2402. Nov 2018 Rev. 1.0 Page 4

BT2402


�	���	
 ��
�	����



Product specifications and description are subject to change without notice. © 2018 Optilab, LLC. BT2402. Nov 2018 Rev. 1.0 Page 5

BT2402


�	���	
 ��
�	����


