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CWDM Coaxial DFB-LD Module for CATV Return-path Test Data 

 

LDM5S515 Series, -001 through -008 

 

Date: 1/4/08   Test by: Ken 

 

-001:  Measured Power: 2.20 mW   

DC Current:  23 mA 

  Wavelength:  1469.55 nm 

  Side Lobe:  -42.17 dB 

 

 

 

 

 

 

 

 

 

 

 

-002:  Measured Power: 2.13 mW   

DC Current:  32 mA 

  Wavelength:  1490.98 nm 

  Side Lobe:  -47.94 dB 
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-003:  Measured Power: 2.14 mW   

DC Current:  32 mA 

  Wavelength:  1510.68 nm 

  Side Lobe:  -44.70 dB 

 

 

 

 

 

 

 

 

 

 

 

-004:  Measured Power: 2.16 mW   

DC Current:  31 mA 

  Wavelength:  1530.52 nm 

  Side Lobe:  -49.30 dB 

 

 

 

 

 

 

 

 

 

 

 

-005:  Measured Power: 2.19 mW   

DC Current:  29 mA 

  Wavelength:  1549.25 nm 

  Side Lobe:  -46.94 dB 
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-006:  Measured Power: 2.02 mW   

DC Current:  25 mA 

  Wavelength:  1571.25 nm 

  Side Lobe:  -46.86 dB 

 

 

 

 

 

 

 

 

 

 

 

-007:  Measured Power: 2.10 mW   

DC Current:  42 mA 

  Wavelength:  1590.5 nm 

  Side Lobe:  -47.37 dB 

 

 

 

 

 

 

 

 

 

 

 

-008:  Measured Power: 2.14 mW   

DC Current:  34 mA 

  Wavelength:  1610.67 nm 

  Side Lobe:  -48.00 dB 

 

 

 

 

 

 

 

 


