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Outdoor Erbium Doped Fiber Amplifier
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3F G IAD B D I 5 D 1528 nm to 1563 nm

3 IF I EL G 0 B DC D
(C /DF I 

15.0 dBm typ., 17.0 dBm typ., 20.0 dBm 
typ., 22.0 dBm typ., 23.0 dBm typ., 24.0 

dBm typ.

C G E 3 IF I 1 output standard, multiple output 
ports can be customized

3FIA B 5 I GD 0EHH 50 dB min.

/DF I 3 IF I EFIA B AHEB IAED 30 dB min.

EB GAN IAED 1E AHF GHAED 1.0 ps max.

EB GAN IAED F D DI AD 0.15 dB max.

EAH A G  5.0 dB max. @ -3 dBm Input

/DF I EL G 5 D -5 dBm to +7 dBm

3 IF I EL G I ABAIM 0.25 dB over 8 hours

/DF I 3 IF I Corning SMF28

3F G IAD CF G I G 5 D -40˚C to +55˚C

IEG CF G I G 5 D -50˚C to +70˚C

EL G FFBM
60 VAC Standard, 110 VAC and -48 VDC 

power supply available

EL G )EDH CFIAED 60 W max.

E HAD AC DHAEDH 17’’ (L) x 10’’ (W) x 6.5’’ (H)

)EDIGEB 1EDAIEGAD Pump Laser Temperature and Current

3FIA B )EDD IEGH SC/APC or Customer Specified

B GC Over Temperature, Over Current


