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Rackmount Erbium Doped Fiber Amplifier

Page 1

��&���

�&�"&��'

%#� �� • ����
• �$$��
• "�7�

• �--8��1*-9��8841+);176:�
• ( ��

���$%"�# • �-:1/6-,�;7�,1:;91*<;-�.79>)9,�)6,�)//9-/);-�
9-;<96�8);0:

• ����������)6,�����0)66-4��-:1/6�;7�,1:;91*<;-�
78;1+)4�8);0:

• �<44?�+<:;751@)*4-�.79�16;-/9);16/�,1..-9-6;�
8)::1=-�78;1+:

• �<;,779�);�;0-�89-51:-�07<:16/
• �8;176)4�16;-96)4�78;1+)4�897;-+;1=-�:>1;+0
• #-=-9)4�:1@-�)6,�;?8-:�7.�;0-�07<:16/�

)=)14)*4-

Product specifications and description are subject to change without notice. © 2018 Optilab, LLC. rEDFA Series July 2018 Rev. 1.1

$0-��8;14)*�9���� :-91-:�7.��9*1<5��78-,��1*-9��5841.1-9:��������)9-�
9-41)*4-�)6,�+7:;�-..-+;1=-�78;1+)4�)5841.1-9:�.79�<:-�16�������$$��� ���)6,�
,--8�.1*-9�)8841+);176:���?�+75*1616/���
�65	���
�65�8<58�4):-9�57,<4-:�
)6,�01/0�-..1+1-6+?��9*1<5�,78-,�.1*-9��9���� )5841.1-9:�,-41=-9�7<;8<;�<8�;7�
����,�5��>014-�5)16;)1616/�47>�671:-�.1/<9-������

�-8-6,16/�76�8<58�4):-9:�+76.1/<9);176��9���� )5841.1-9�897,<+-:�78;1+)4�
7<;8<;�4-=-4�.975�����,�5�;7�����,�5���6�+762<6+;176�>1;0�7;0-9��8;14)*�
;9)6:51;;-9�897,<+;:��$0-�9���� +)6�*-�<:-,�.79�;9)6:51;;16/�.79>)9,����
�
65�)6)47/�+0)66-4:�)6,	79��

��!������57,<4);-,�:1/6)4�+0)66-4:��$0-�
9���� 1:�07<:-,�16�)�:;)6,)9,���A��"%�9)+357<6;�<61;�



rEDFA Series

Page 2Product specifications and description are subject to change without notice. © 2018 Optilab, LLC. rEDFA Series July 2018 Rev. 1.1

�������
������������

��������
������������

�*!+�-%(#���/!&!(#-$���(#! 1528 nm to 1563 nm

�) !&��1*! Output Power Level (1550 nm and +3 dBm Input)

+������� 16.7 dBm min., 17.0 dBm typ.

+������� 19.7 dBm min., 20.0 dBm typ.

+������	 22.7 dBm min., 23.0 dBm typ.

+������
 23.7 dBm min., 24.0 dBm typ.

�.'�!+�)"��.-*.- 1 output standard, 2 and 4 outputs available

�*-%��&��!-.+(��),, 50 dB min.

�(*.-��.-*.- )*-%��&��,)&�-%)( 30 dB min.

�)&�+%2�-%)(��) !��%,*!+,%)( 1.0 ps max.

�)&�+%2�-%)(��!*!( !(-���%( 0.15 dB max.

�)%,!��%#.+!����� 5.0 dB max. @ +3 dBm Input

�(*.-��)0!+���(#! -5 dBm to +7 dBm

�.-*.-��)0!+��-��%&%-1 0.15 dB over 8 hours

�(*.-��.-*.- �%�!+��1*! Corning SMF-28

�*!+�-%)(��!'*!+�-.+!���(#! 0˚C to +50˚C
�-)+%(#��!'*!+�-.+!���(#! -40˚C to +70˚C

�)0!+��.**&1
80 – 240 V, 43-63 Hz AC 40 -58 VDC (Optional)

�)0!+�)(,.'*-%)( 60 W max.

�).,%(#��%'!(,%)(, 1RU 19’’(W) x 14’’(D) x 1.75’’ (H)
)(-+)&����)(%-)+%(# Pump Laser Temperature and Current

�%,*&�1 Output Power Level, TEC Temperature

�&�+' Over Temperature. Over Current
�*-%��&�)((!�-)+, SC/APC or Customer Specified


